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40 CFR Ch. I (7–1–08 Edition) § 52.2041 

§ 52.2041 Interstate pollutant trans-
port provisions; What are the FIP 
requirements for decreases in emis-
sions of sulfur dioxide? 

The owner and operator of each SO2 
source located within the State of 
Pennsylvania and for which require-
ments are set forth under the Federal 
CAIR SO2 Trading Program in subparts 
AAA through III of part 97 of this chap-
ter must comply with such applicable 
requirements. The obligation to com-
ply with these requirements in part 97 
of this chapter will be eliminated by 
the promulgation of an approval by the 
Administrator of a revision to the 
Pennsylvania State Implementation 
Plan as meeting the requirements of 
CAIR for PM2.5 relating to SO2 under 
§ 51.124 of this chapter, except to the 
extent the Administrator’s approval is 
partial or conditional or unless such 
approval is under § 51.124(r) of this 
chapter. 

[72 FR 62354, Nov. 2, 2007] 

§§ 52.2042–52.2053 [Reserved] 

§ 52.2054 Control of asphalt paving 
material. 

(a) Notwithstanding any provisions 
to the contrary in the Pennsylvania 
Implementation Plan, the Pennsyl-
vania Department of Transportation 
shall restrict the annual usage of as-
phalts to the limits listed below in the 
following sixteen county area of Penn-
sylvania: Allegheny, Armstrong, Bea-
ver, Butler, Cambria, Clarion, Fayette, 
Green, Indiana, Jefferson, Lawrence, 
Mercer, Somerset, Venango, Wash-
ington, and Westmoreland Counties: 

(1) No more than twenty percent of 
the total amount of liquid bituminous 
asphalt paving material used shall be 
cutback asphalt; and 

(2) No more than 2,615,000 gallons of 
cutback asphalts shall be used, of 
which no more than 1,400,000 gallons 
may be used for dust palliative work on 
roadways and shoulders; and 

(3) No more than 2,500,000 gallons 
total of emulsion Class E–4 and Class 
E–5 shall be used unless an equivalent 
reduction in the use of cutbacks is 
made to balance the additional hydro-
carbon emissions from emulsions. 

(b) The Pennsylvania Department of 
Transportation is required to submit to 

the Pennsylvania Department of Envi-
ronmental Resources, on a quarterly 
basis, reports which list for each of the 
affected counties the number of gallons 
of each class of asphalt used. The first 
quarterly reports will be submitted in 
October 1977 for the period between 
July 1, 1977, and September 30, 1977. 
Copies of all reports will also be for-
warded to Region III, EPA. 

[42 FR 54417, Oct. 6, 1977] 

§ 52.2055 Review of new sources and 
modifications. 

(a) Special permit requirement regu-
lations are approved. 

(b) [Reserved] 

[39 FR 7283, Feb. 25, 1974, as amended at 46 
FR 17554, Mar. 19, 1981; 46 FR 51742, Oct. 22, 
1981; 47 FR 8359, Feb. 26, 1982; 60 FR 33924, 
June 29, 1995] 

§ 52.2056 [Reserved] 

§ 52.2057 Requirements for state im-
plementation plan revisions relat-
ing to new motor vehicles. 

Pennsylvania must comply with the 
requirements of § 51.120. 

[60 FR 4738, Jan. 24, 1995] 

§ 52.2058 Prevention of significant air 
quality deterioration. 

(a) The requirements of sections 160 
through 165 of the Clean Air Act are 
met by the regulations (25 PA Code 
§ 127.81 through 127.83) adopted by the 
Pennsylvania Environmental Re-
sources on October 28, 1983. All PSD 
permit applications and requests for 
modifications thereto should be sub-
mitted to: Pennsylvania Department of 
Environmental Resources, Bureau of 
Air Quality Control, 200 North Third 
Street, Harrisburg, PA 17120, ATTN: 
Abatement and Compliance Division. 

[49 FR 33128, Aug. 21, 1984] 

§ 52.2059 Control strategy: Particulate 
matter. 

(a) Pennsylvania has committed to 
undertake a comprehensive program to 
investigate non-traditional sources, in-
dustrial process fugitive particulate 
emissions, alternative control meas-
ures, and to develop and implement an 
effective control program to attain the 
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